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Find a business: 



City: 



State: 



| Select Jr. | 



Partner with ConvertIt.com ^^i^mm 



W by: ® 



G type 



New Online Book! Handbook of Mathematical Functions (AMS55) 
Conversion & Calculation Home >> Measurement Conversion 



Convert From: 



Measurement Converter 

(Help) 
Click here to 



Convert To: 



[1 kgf/cm A 2 

(required) 

Examples: 5 kilometers, 12 feet/sec A 2, 
1/5 gallon , 9.5 Joules, or 0 dF . 



Convert IWm 



Help, Frequently Asked Questions , 
Use Currencies in Conversions, 
Measurements & Currencies Recognized 



|g^mm^2 I 

(optional) 

Examples: miles, meters/s A 2, 
liters, kilowatt*hours, or dC. 



Conversion Result: 

kilo gram force 10 gram force 

centimeter A 2 mi 1 1 ime ter A 2 

(pressure) 

Related Measurements: 

Try converting from "1 kgf/cm A 2" to atmosphere, bar, barie, barye, in H20 (inches of water), mmHq (millimete 

of mercury)/ pascal, pieze, psi (pounds per square inch), torr, or any combination of units which equate to 
"mass / length time squared" and represent calorific value volume basis, draft, energy density, pressure, radian 
energy density, sound pressure, stress, vacuum, or volume basis calorific value . 

Sample Conversions: 

1 kgf/cm A 2 = .96784111 atmosphere , .980665 bar, 980,665 barie, 980,665 barye , 393.7 in H20 (inches of 
water), 735.56 mmHq (millimeters of mercury), 98,066.5 pascal, 98.07 pieze , 14.22 gsi (pounds per square inch 

735.56 torr. 



Feedback, suggestions, or additional measurement definitions? 
Please read our Help Page and FAQ Page then post a message or send e-mail . Thanks! 

©2000-2002 ConvertIt.com, Inc. All rights reserved. 
ConvertIt.com is a Trademark of ConvertIt.com, Inc. 
E-mail comments and questions to Info@ConvertIt.com or post a message . 
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Convertlt ♦corn 



Partner with ConvertIt.com 



New Online Book! Handbook of Mathematical Functions (AMS55) 



Conversion & Calculation Home >> Measureme nt Conversion 



Convert From: 



50 psi 



(required) 

Examples: 5 kilometers, 12 feet/sec^2, 
1/5 gallon, 9.5 Joules, or OdF. 



Measurement Converter 

(Help) 



Click here to 
Convert Itf 



Fo:wt<m fey 



Convert To: 



Help, Frequently Asked Questions, 
Use Currencies in Conversions, 
Measurements & Currencies Recognized 



jkgf/cm^2 
(optional) 

Examples: miles, meters/s A 2, 
liters, kilowatt*hours, or dC. 



Conversion Result: 



50 pounds per square inch = 3.5153478981958 
kilo gram force / centimeter A 2 (pressure) 

Related Measurements: 

Try converting from "50 psi" to atmosphere, bar, barie, barye, in H20 (inches of water), mmHq (millimeters of 
mercury), pascal, pieze, torr, or any combination of units which equate to "mass / length time squared" and 
represent calorific value volume basis, draft, energy density, pressure , radiant energy density, sound pressure 

stress, vacuum, or volume basis calorific value . 

Sample Conversions: 

50 psi = 3.4 atmosphere, 3.45 bar, 3,447,378.65 barie, 3,447,378.65 barye, 1,384 in H20 (inches of water), 
2,585.75 mmHq (millimeters of mercury), 344,737.86 pascal , 344.74 pieze, 2,585.75 torr. 

Feedback, suggestions, or additional measurement definitions? 
Please read our Help Page and FAQ Page then post a message or send e-mail . Thanks! 

(c)2000-2002 ConvertIt.com, Inc. All rights reserved, 
ConvertIt.com is a Trademark of ConvertIt.com, Inc. 
E-mail comments and questions to Info@ConvertIt.com or post a message . 
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Partner with ConvertIt.com 



Find a business: 



by: ® name or G type 



City: 



State: 



[Select 



New Online Book! Handbook of Mathematical Functions (AMS551 
Conversion & Calculation Home >> Measurement Conversion 



Convert From: 



J300 psi 

(required) 

Examples: 5 kilometers, 12 feet/sec A 2, 
1/5 gallon, 9.5 Joules, or 0 dF . 



Measurement Converter 

mm 

Click here to 



Convert To: 



Help, Frequently Asked Questions, 
Use Currencies in Conversions, 
Measurements & Currencies Recognized 



|kgf/cm^2 
(optional) 

Examples: miles, meters/s A 2, 
liters, kilowatt* hours, or dC. 



Conversion Result: 

300 pounds per square inch = 21.0920873891748 
kilo gram force / centimeter A 2 (pressure) 

Related Measurements: 

Try converting from "300 psi" to atmosphere, bar, barie, barye, in H20 (inches of water), mmHq (millimeters o 
mercury), pascal, pieze, torr, or any combination of units which equate to "mass / length time squared" and 
represent calorific value volume basis, draft, energy density, pressure, radiant energy density, sound pressure 

stress, vacuum, or volume basis calorific value . 

Sample Conversions: 

300 psi = 20.41 atmosphere, 20.68 bar, 20,684,271.88 barie, 20,684,271.88 barye, 8,303.97 in H2Q (inches o 
water), 15,514.48 mmHq (millimeters of mercury), 2,068,427.19 pascal, 2,068.43 pieze, 15,514.48 torr . 



Feedback, suggestions, or additional measurement definitions? 
Please read our Help Page and FAQ Page then post a message or send e-mail . Thanks! 

©2000-2002 ConvertIt.com, Inc. All rights reserved. 
ConvertIt.com is a Trademark of ConvertIt.com, Inc. 
E-mail comments and questions to Info@ConvertIt.com or post a message . 
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City: 



State: 



jSelect 
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New Online Book! Handbook of Mathematical Functions (AM555) 
Conversion & Calculation Home >> Measurement Conversion 



Riw&f#d fry 

Convert!!.* 



Convert From: 



[340 dC 

(required) 

Examples: 5 kilometers, 12 feet/sec A 2, 
1/5 gallon, 9.5 Joules, or 0 dF . 



Measurement Converter 

(HelE) 



Click here to 
Convert It! 



Convert To: 



Help , Frequently Asked Questions, 
Use Currencies in Conversions , 
Measurements & Currencies Recognized 



|df 

(optional) 

Examples: miles, meters/s A 2, 
liters, ki Iowa tt*h ours, or dC. 



Conversion Result: 

340 Celsius degree = 644 Fahrenheit degree 
( thermodynamic temperature) 

Related Measurements: 

Try converting from "340 dC" to dF (Fahrenheit degree), dR (Rankine degree), dRe (Reaumur degree), K (Kelvi 
degree), or any combination of units which equate to "thermodynamic temperature" and represent absolute 
temperature, temperature, temperature difference, or thermodynamic temperature . 

Sample Conversions: 

340 dC = 644 dF (Fahrenheit degree), 1,103.67 dR (Rankine degree), 272 dRe (Reaumur degree), 613.15 K 

(Kelvin degree), 613.15 thermodynamic temperature . 

Feedback, suggestions, or additional measurement definitions? 
Please read our Help Page and FAQ Page then post a message or send e-mail. Thanks! 

©2000-2002 ConvertIt.com, Inc. All rights reserved. 
ConvertJt.com is a Trademark of ConvertIt.com, Inc. 
E-mail comments and questions to Info@ConvertIt.com or post a message . 
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Convert From: 

[370 d C [ 

(required) 
Examples: 5 kilometers , 12 feet/sec A 2, 
1/5 gallon , 9.5 Joules , or 0 dF. 



Measurement Converter 

mm 

Click here to 



Convert To: 



df 



Help, Frequently Asked Questions , 
Use Currencies in Conversions, 
Measurements & Currencies Recognized 



(optional) 

Examples: miles, meters/s A 2, 
liters, kilowatt*hours, or dC. 



Conversion Result: 

370 Celsius degree = 698 Fahrenheit degree 
(thermodynamic temperature) 

Related Measurements: 

Try converting from "370 dC" to dF (Fahrenheit degree), dR (Rankine degree), dRe (Reaumur degree), K (Kelvi 
degree), or any combination of units which equate to "thermodynamic temperature" and represent absolute 
temperature, temperature, temperature difference , or thermodynamic temperature . 

Sample Conversions: 

370 dC = 698 dF (Fahrenheit degree), 1,157.67 dR (Rankine degree), 296 dRe (Reaumur degree), 643.15 K 

(Kelvin degree), 643.15 thermodynamic temperature . 

Feedback, suggestions, or additional measurement definitions? 
Please read our Help Page and FAQ Page then post a message or send e-mail . Thanks! 

©2000-2002 ConvertIt.com, Inc. All rights reserved. 
ConvertIt.com is a Trademark of ConvertIt.com, Inc. 
E-mail comments and questions to Info@ConvertIt.com or post a message . 
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